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ABSTRACT X distance downstream of cooling holes |,
y dimensionless distance from a walf; = yvv
A computatiqnal_ study has be_en performed t film cooling effectiveness, eq. (2)
predict the distribution of convective heat transfer . .
coefficient on a simulated blade tip with cooling holesH viscosity
The purpose of the examination was to assess the ability kinematic viscosity

of a three-dimensional Reynolds-averaged Navier-Stokeg scripts

solver to predict the rate of tip heat transfer and th
distribution of cooling effectiveness. To this end, th
simulation of tip clearance flow with blowing of Kim and

Metzger was used. The agreement of the computgg
effectiveness with the data was quite good. The
agreement with the heat transfer coefficient was not &%

good but improved away from the cooling holes.
Numerical flow visualization showed that the uniformity
of wetting of the surface by the film cooling jet is helped
by the reverse flow due to edge separation of the ma
flow.

NOMENCLATURE

b width of the cooling hole
constant pressure specific heat

O

Dp hydraulic diameter of the experimental
tunnel (4.63b)

G mass velocityg V)

H height of the channel

h heat transfer coefficient, eq.(1)

M blowing parameter G,

Nu_D Nusselt number based on hydraulic diameter
Pr Prandtl number

q wall heat flux

R gas constant

Re Reynolds number GD,/1

T temperature
Tu turbulence intensity
\% channel bulk velocity

* Member AIAA
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film value
m main flow
reference value
wall value

INTRODUCTION

in

The tips of unshrouded rotor blades in axial turbine
stages are exposed to high free stream temperatures and
large convective heat transfer rates. As a result, tips of
blades are prone to early failure. Film cooling is often
employed to provide protection against tip burn-out and
corrosion. In a typical engine the tip leakage flow is
somewhere near 3% of the primary flow and the tip
injection mass flow is nearly half that amount (Chen et al.
1993). Therefore efficient use of this cooling air is quite
important.

The ability to accurately compute the rate of heat
transfer and cooling effectiveness on the tip surface can
form the basis of a system enabling the design of efficient
tip cooling schemes. Numerical models would enable the
designer to design cooling schemes that use the cooling
air efficiently thus producing the desired effect of
protecting the blade tip without the side effect of
contributing to the losses. We have in the past shown that
it is possible to predict the rate of blade tip heat transfer
(Ameri and Steinthorsson, 1995, 1996 and Ameri et al.
1997, 1998). More recently comparisons were made with
a complete map of experimentally measured tip surface
heat transfer rates with favorable agreement (Bunker et
al. 1999 and Ameri et al. 1999).
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Fig. 1 Typical turbine blade with tip cooling holes

In a previous numerical work Chen et al. (199:
showed, by employing two-dimensional simulations ai
comparison with experimental measurements the variat \
of the discharge coefficients with parameters such as
tip flow Reynolds number, isentropic Mach number, leng
of the flow path along the tip gap and the positive effect
the utilization of squealer tips in conjunction with g 2 petails of the test surface of Kim and Metzger(1995)
secondary jets issuing into the tip gap thus reducing the
discharge coefficient of the tip leakage flow. Obviously
two-dimensional simulations pose severe limitations on
the range of geometries that can be considerec -

addition, due to the lack of three-dimensional struct
such as streamwise vortices, the penetration of the ( # H
stream into the film cannot be simulated.
Experimentally, tip cooling has been investigated —I ‘ Test Surface

Kim et al.(1995) and Kim and Metzger (1995) for flat ¢
recessed tips and for cooling holes of different shapes
issuing from different locations. We have focused

attention on the flat tip case as will be discussed in
ensuing sections. -
In this work we seek to determine the suitability

typical CFD methods to tip heat transfer predictions in
presence of the cooling holes. We will also attemp
determine the suitability of the scheme for predictior
cooling effectiveness. This would be the first w L

addressing tip cooling using numerical simulations. Calming Section

EXPERIMENTAL SETUP OF KIM AND METZGER | |

Kim and Metzger set out to study the heat tran
problem as shown in Fig. 1. The tip of the blade is expc
to high velocity flow of hot air. The flow runs from tt
pressure to suction side of the blade following the pres
gradient. Cooling air is injected through the holes (sh
as white dots) over the tip to provide a film of cooler air to Fig. 3 Schematic of the testing tunnel
protect the blade tip against burnout. A physical model of
the blade tip was constructed by Kim and Metzger as
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shown in Figs 2 and 3. Figure 2 shows the deta
of the test surface of the experiment. In thi
experimental model the primary flow is supplied t
a narrow channel simulating the clearance gi
above a plain blade tip and the secondary film flo
is supplied to the tip surface through a line array «
discrete normal injection holes near the upstrez
or pressure side. Figure 3 shows the schematic
the tunnel and manner in which the main strea
and secondary air stream are introduced. The fi
is injected into the main flow near the channe
entrance and is discharged downstream th
simulating the pressure side to suction flow in tt i
tip region of a blade with injection near the edge ¢ il il

the pressure side. The upper wall is adjustable st i "E‘%‘l‘l‘ﬁ“\\\\\a\“mﬂ%‘dunn““‘“ﬂm
that the ratio of H/b can be adjusted.
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of the corner as has been stressed by many autr S
including Chen et al. (7). It is believed tha S I
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modeling the corners as sharp is appropriate for t
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experiment of Kim and Metzger (9)

The available runs are for values of H/b of 1.
and 2.5 and for main stream Reynolds numbers
15000, 30000 and 45000 and blowing ratios (M
ranging from zero to 0.9. The no blowing case we
performed without covering the hole.

In this work numerical calculations for the
Reynolds number of Re=45,000, H/b=2.5 and M ¢
zero and 0.3 were made.

NUMERICAL SIMULATIONS

COMPUTATIONAL METHOD

The simulations in this study were performed
using a multi-block computer code called Glenn-
HT, previously known as TRAF3D.MB
(Steinthorsson et al. 1993) which is based on
single block code designed by Arnone et al. (1991)
This code is a general purpose flow solver designe
for simulations of flows in complicated geometries.
The code solves the full compressible Reynolds
averaged, Navier-Stokes equations using a mult
stage Runge-Kutta based multigrid method. It use
the finite volume method to discretize the
equations. The code uses central differencin
together with artificial dissipation to discretize the
convective terms. The overall accuracy of the cod:
is second order. The present version of the cod
(Rigby et al. 1996, 1997 and Ameri et al. 1998a)
employs the kw turbulence model developed by
Wilcox (1994a,1994b) with modifications by
Menter (1993). The model integrates to the walls
and no wall functions are used. For heat transfer
constant value of 0.9 for turbulent Prandtl number
Pri,and 0.72 forPr were used. Viscosity is a

I

function of temperature through a 0.7 power law (©
(SChL'Chtt'”g’ 1979) andCp is taken to be a Fig. 4 Various views of the computational grid
constant.

NASA/CR—1999-209165 3



300.0

The problem considered is a three temperat

problem, involving the main flow fluid temperature, tt o e ond
film temperature and the wall temperature. Kim a L 2\ —-— Coarse
Metzger define: L AN
2\ N
W — h(TR—TW) (1) 1000 |
Where Ty is a reference temperature that rendars
independent of the temperature aﬁ'q,_ is the wall %% 50 100 150 200
temperature as long as temperature differences are Xib
too high and fluid property variations can be reasona.__, . . .
small. Both h and T are unknowns. The cooling Fig. 5Grid resolution study
effectiveness is defined as:
(T -7 ) 3000 O Data of Kim and Metzger(1995)
= R m (2) @ Fully Developed, Dittus-Boelter corr.
T:.-T —— Fine grid Solution (T.I.)
f m i
——- Coarse grid (C.I.)
200.0 —-— Coarse grid (T.I.)

If the wall temperature is the only parameter that <
varied (density ratio held constant), th&g is constant =
and simultaneous solution of eq. (1) for two run 1000t
provides h andr and the effectiveness is obtained fror

eq.(2).
0.0& L - !

THE GRID AND THE BOUNDARY CONDITIONS 00 5.0 10.0 15.0 200

. . . Xlb

_ Figure 4 shows the grid built for the model problem. - g 6 comparison of the data and numerical simulations
Figure 4(a) shows the total view of the problem. Figure for the no blowing case.
4(b) shows the details near the edge and the injection
hole while 4(c) shows more clearly the details of the grid\ 5x49x49 grid was used. The results were compared with
around and into the hole. The spanwise symmetithe commonly used Dittus-Boelter correlation (Boelter et
between the holes and within the holes is used @l.(1945))
minimize the size of the computational domain and
symmetric boundary conditions are used along those 04 08
boundaries. The grid is refined to resolve gradient near Nu = 0.02®r (3)
the walls. The resolution is such that the average value of i )
y* is around 0.25, The total number of cells for this grid ~ 1he following table contains the results of that
was 655488 cells. No slip boundary condition is applie§omparison.
to all the walls except to the left wall of the reservoir in

Fig. 4(a). This was done to relieve some of the grid Re Eq.3| CFD
density requirement. At the two inlets, total temperature i
and the average normal momentum were specified. 33000 85.08| 88.20
RESULTS AND DISCUSSION 17000 48.86| 53.47
GENERAL REMARKS Both of the above cases were run using a constant wall

First for validation purposes the case of fu”ytemperature 1.1 times the total inlet temperature.

developed pipe flow is presented. This is followed by
clearance flow simulations. The case of Re=45,000, O BLOWING CASE

b=2.5, with the blowing parameter M of zero and 0.3  For this case in the experiment the supply of injection

were chosen for study. air into the tip gap was shut off but the hole was not
covered. Similarly, for the simulations it was still necessary
FULLY DEVELOPED PIPE FLOW to model and grid the injection pipe but the inlet to the

As a check on the accuracy of the results wénjection pipe was closed by assigning a slip boundary
performed two simulations to predict the rate of heatondition to that surface.
transfer for a fully developed pipe flow. For this we  The question of the minimum grid resolution required
chose two cases of Reynolds numbers of 17,000 atalobtain grid independence was first addressed by running
33,000. The pipes were 65 diameters long. Theur problem at three different grid levels, namely, coarse,
calculations were done on a longitudinal slice wittmedium and fine levels. The medium grid was obtained by
periodic boundary conditions in the tangential directiordiscarding alternate grid points from the generated fine grid

NASA/CR—1999-209165 4



and the coarse was subsequently generated from tt
medium grid in the same manner.

Figure 5 shows the distribution of the span averagec
Nusselt number downstream of the hole and the
experimental data. The Nusselt number is based on th
hydraulic diameter of the experimental channel which in
the present case is 4.63 times the hole diameter. Th
medium and the fine grid results differ by less than 3%
away from the hole and less than 10% within two
diameters of the hole. Given that the fine grid has 8
times as many cells as the medium grid we decided tha
the fine level grid was resolved enough for our purpo
The current grid resolution will be used for the blowi
cases as well to be discussed later.

Figure 6 compares the simulation results with
experimental measurements of Kim and Metzger(19
where the data is somewhat over-predicted. It vzZzezees
speculated by the experimenters that the flow mi
have relaminarized. Numerical experimentation usZ:
the coarse grid showed that the flow inside the 3/"
could be laminar, semi-laminar (upper wall turbuleg
and the lower wall laminar) or turbulent depending %
the state of the incoming flow. The calm inlet (C.I.) a4
the turbulent inlet (T.l.) solutions are presented on ! ,
same figure to bolster this point. Since the solutic ; (b)
using clam inlet condition are unsteady and difficult ;
converge and more importantly the true state of the fl
in turbine environments is seldom laminar, it wi
decided to run all the cases using the (T.l.) conditio
Considering the very complex nature of the flow ne
the edge and the presence of the hole and the repc
8% error band on the data we deem the compari
satisfactory.

BLOWING CASE

To test the calculation technique discussed earIi[o.Sﬁo*) 1
1\

three cases (instead of two) with differing wal k\% \54 % % %
temperatures or total inlet film temperatures were nfi] |54\ '\\\ \ \ \

keeping the film to main temperature ratio close
together to avoid differences due to density ratio. This (©)

was done using a coarse grid. The results of the rjq 7(a) Top view of the blowing hole showing the
computations were post-processed pairwise and the  ‘cooling fluid distribution on the surface and (b)

resulting heat transfer coefficient and cooling interpolated on a uniform grid velocity vectors on the

effectiveness distributions were calculated and found to hole’s minor plane of symmetry and (c)cooling

be identical. Having convinced ourselves of the effectiveness distribution over the surface

accuracy of the technique, using a fine grid two cases of

differing wall temperatures for the case of M=0.3 and

Re=45,000 and H/b=2.5 were run. The film to main flow blade in addition to the ones already considered here

temperature ratio for both cases was 0.85 and the wall tappears to be an important factor in tip film cooling. In

main flow temperature ratios were 0.85 and 0.9. Fig. 7 (c) the distribution of cooling effectiveness over
Figure 7 show the flow near the hole. In Fig. 7 (a) it j[he e_ntire surface is shoyvn where t_he relative uniformity

can be seen that the coolant air has covered the tif§ evident. In the experiment of Kim and Metzger the

surface immediately downstream of the hole. Due to thd€sulting effectiveness was completely uniform.

flow separation and backward flow of the main stream

air the fluid emerging out of the hole flows upstream Figure 8 shows the comparison between the

(fig. 7(b)) and spills out the sides of the hole thuscomputed spanwise averaged cooling effectiveness and

covering the surface between holes. This action appeatbe experimentally measured values. The overall

to help the spanwise uniformity d¢f andn . Thus the agreement is quite good and improves with distance

proximity of the hole to the pressure side edge of thefrom the hole. In Fig. 8 the distribution obtained from

NASA/CR—1999-209165 5



COOLING EFFECTIVENESS

300.0

1.0

O Data of Kim & Metzger (1995)
Fine grid solution

08 f O Data of Kim & Metzger (1995) 1 —— - Coarse grid solution
\l —— Fine grid solution 2000 | -7 —-— 2/3 coarse grid
W O — — - Coarse grid solution L

06 N O —-— 2/3 coarse grid i a

Nu_|

04 r

100.0

0.2 r

000 . . .
0.0 5.0 10.0 15.0 20.0

00 ‘ ‘ ‘
0.0 5.0 10.0 15.0 20.0 X/b
X/b
Fig. 8 Spanwise averaged cooling effectiveness Fig. 9 Spanwise averaged Nusselt number

downstream of the cooling hole

the coarse grid is also shown. The solution shown as 2/8ata was quite good. The agreement with the heat
coarse grid was obtained on a grid similar to the coarséransfer coefficient very near the holes (up to 3 to 4
grid except in the normal direction from the heat diameters) was not very good but improved away from
transfer surfaces where the grid was as refined as thime holes. The agreement away from the holes where the
fine grid. The agreement with the experimentaleffectiveness of cooling is diminished is encouraging.
measurements is quite similar to the fine grid solutionThe near hole area is generally overcooled and not
whereas the true coarse grid shows agreement with theormally a failure region.

data away from the holes. The comparison of the  Numerical flow visualization showed that the
calculated spanwise averaged Nu_D with the measuredniformity of wetting of the surface by the film cooling
values is shown in Fig. 9. The agreement with thejet is helped by the reverse flow due to edge separation
experimental data near the hole is not very good bubf the main flow and that the distance from the pressure
improves away from the hole. The agreement away fronside edge to the edge of the film cooling hole may be an
the holes is encouraging since the objective of filmimportant variable.

cooling is to provide a blanket of coverage persisting far

downstream of the holes. The near hole area is generally

overcooled and not normally a failure region. REFERENCES
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